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MVL F402 / Luminaire parts list

1 Pieces PBLC Nordic MVL 50 F402 730
Article No.: 
Luminous flux (Luminaire): 7481 lm
Luminous flux (Lamps): 7480 lm
Luminaire Wattage: 50.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 50 F402 740
Article No.: 
Luminous flux (Luminaire): 7701 lm
Luminous flux (Lamps): 7700 lm
Luminaire Wattage: 50.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 55 F402 730
Article No.: 
Luminous flux (Luminaire): 8081 lm
Luminous flux (Lamps): 8080 lm
Luminaire Wattage: 55.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 55 F402 740
Article No.: 
Luminous flux (Luminaire): 8341 lm
Luminous flux (Lamps): 8340 lm
Luminaire Wattage: 55.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 60 F402 730
Article No.: 
Luminous flux (Luminaire): 8681 lm
Luminous flux (Lamps): 8680 lm
Luminaire Wattage: 60.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 
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1 Pieces PBLC Nordic MVL 60 F402 740
Article No.: 
Luminous flux (Luminaire): 8951 lm
Luminous flux (Lamps): 8950 lm
Luminaire Wattage: 60.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 65 F402 730
Article No.: 
Luminous flux (Luminaire): 9281 lm
Luminous flux (Lamps): 9280 lm
Luminaire Wattage: 65.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 65 F402 740
Article No.: 
Luminous flux (Luminaire): 9561 lm
Luminous flux (Lamps): 9560 lm
Luminaire Wattage: 65.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 70 F402 730
Article No.: 
Luminous flux (Luminaire): 9881 lm
Luminous flux (Lamps): 9880 lm
Luminaire Wattage: 70.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 70 F402 740
Article No.: 
Luminous flux (Luminaire): 10181 lm
Luminous flux (Lamps): 10180 lm
Luminaire Wattage: 70.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

DIALux 4.13 by DIAL GmbH Page 2



MVL F402

01 / 20 / 2025

Operator
Telephone

Fax
e-Mail

MVL F402 / Luminaire parts list

1 Pieces PBLC Nordic MVL 75 F402 730
Article No.: 
Luminous flux (Luminaire): 10482 lm
Luminous flux (Lamps): 10480 lm
Luminaire Wattage: 75.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 75 F402 740
Article No.: 
Luminous flux (Luminaire): 10792 lm
Luminous flux (Lamps): 10790 lm
Luminaire Wattage: 75.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 80 F402 730
Article No.: 
Luminous flux (Luminaire): 11202 lm
Luminous flux (Lamps): 11200 lm
Luminaire Wattage: 80.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 85 F402 730
Article No.: 
Luminous flux (Luminaire): 11902 lm
Luminous flux (Lamps): 11900 lm
Luminaire Wattage: 85.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 90 F402 730
Article No.: 
Luminous flux (Luminaire): 12602 lm
Luminous flux (Lamps): 12600 lm
Luminaire Wattage: 90.0 W
Luminaire classification according to CIE: 100
CIE flux code: 40  78  98  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 
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