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MVL F411 / Luminaire parts list

1 Pieces PBLC Nordic MVL 50 F411 730
Article No.: 
Luminous flux (Luminaire): 7091 lm
Luminous flux (Lamps): 7090 lm
Luminaire Wattage: 50.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 50 F411 740
Article No.: 
Luminous flux (Luminaire): 7291 lm
Luminous flux (Lamps): 7290 lm
Luminaire Wattage: 50.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 55 F411 730
Article No.: 
Luminous flux (Luminaire): 7691 lm
Luminous flux (Lamps): 7690 lm
Luminaire Wattage: 55.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 55 F411 740
Article No.: 
Luminous flux (Luminaire): 7886 lm
Luminous flux (Lamps): 7885 lm
Luminaire Wattage: 55.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 60 F411 730
Article No.: 
Luminous flux (Luminaire): 8291 lm
Luminous flux (Lamps): 8290 lm
Luminaire Wattage: 60.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 
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1 Pieces PBLC Nordic MVL 60 F411 740
Article No.: 
Luminous flux (Luminaire): 8481 lm
Luminous flux (Lamps): 8480 lm
Luminaire Wattage: 60.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 65 F411 730
Article No.: 
Luminous flux (Luminaire): 8896 lm
Luminous flux (Lamps): 8895 lm
Luminaire Wattage: 65.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 65 F411 740
Article No.: 
Luminous flux (Luminaire): 9081 lm
Luminous flux (Lamps): 9080 lm
Luminaire Wattage: 65.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 70 F411 730
Article No.: 
Luminous flux (Luminaire): 9501 lm
Luminous flux (Lamps): 9500 lm
Luminaire Wattage: 70.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 70 F411 740
Article No.: 
Luminous flux (Luminaire): 9676 lm
Luminous flux (Lamps): 9675 lm
Luminaire Wattage: 70.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 
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1 Pieces PBLC Nordic MVL 75 F411 730
Article No.: 
Luminous flux (Luminaire): 10101 lm
Luminous flux (Lamps): 10100 lm
Luminaire Wattage: 75.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 75 F411 740
Article No.: 
Luminous flux (Luminaire): 10271 lm
Luminous flux (Lamps): 10270 lm
Luminaire Wattage: 75.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 80 F411 730
Article No.: 
Luminous flux (Luminaire): 10786 lm
Luminous flux (Lamps): 10784 lm
Luminaire Wattage: 80.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 85 F411 730
Article No.: 
Luminous flux (Luminaire): 11460 lm
Luminous flux (Lamps): 11458 lm
Luminaire Wattage: 85.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 

1 Pieces PBLC Nordic MVL 90 F411 730
Article No.: 
Luminous flux (Luminaire): 12134 lm
Luminous flux (Lamps): 12132 lm
Luminaire Wattage: 90.0 W
Luminaire classification according to CIE: 100
CIE flux code: 36  72  97  100  99
Fitting: 1 x User defined (Correction Factor 
1.000).

See our luminaire 
catalog for an image of 

the luminaire. 
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